
For m
ore inform

ation about the Fire Rated Exhaust Fans Series
or Air King’s com

plete line of Exhaust Fans, Range Hoods, and
Building Products, visit the Air King w

eb site at
w

w
w

.airkinglim
ited.com

 or contact your local sales representative.

U
nited States

820 Lincoln Avenue • W
est Chester, PA 19380 • 877-304-3785

Canada
110 Glidden Road • Bram

pton, Ontario L6T 2J3 • 800-250-8767
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The Advantage 3" Duct Fire
Rated Exhaust Fan Series is
an econom

ical solution
w

hen a Ceiling Radiation
Dam

per is required.

•
G

rill: Cold rolled steel, pow
der coated w

hite.
•

Blow
er W

heel: One piece polym
eric w

heel, 4
1/2 " diam

eter, 1"
w

ide, w
ith 10 blades.

•
M

otor: Single coil plug-in, tw
o pole m

otor, life tim
e lubrication,

therm
ally protected.

•
Fan H

ousing: 24 gauge galvanized steel housing.
•

D
uct Collar: M

etal collar for 3" duct connection, com
es

com
plete w

ith built in back draft dam
per.

•
U

nit M
ounting: Unit is centered betw

een joists (w
ith 16"

centers) using hanging brackets. The housing w
ill m

ount
through dryw

all thickness up to 3/4 ".
•

D
am

per:
B

lanket - N
on-asbestos, ceram

ic blanket
Fusible Link - Replaceable, 165°F standard
Classification - Ceiling Radiation Dam

per is ULC classified
and rated for a 3-4 hour fire resistance. U.L. listed 555C.
California State M

arshall classification for 1 or 2 hour fire
dam

per rating. California State M
arshall listing num

ber
3225-1374-101.

•
Availability: Single Packs or sold in Contractor Packs of 6
(Housing, Dam

per, M
otor/Blade/Grill).

C
U

S

Air King Ventilation Products
certifies that the m

odels show
n

herein are licensed to bear the
AM

CA seal. The ratings show
n

are based on tests and procedures
perform

ed in accordance w
ith

AM
CA Publication 211 and AM

CA
Publication 311 and com

ply w
ith

the requirem
ents of the Certified

Ratings Program
.

Join Air King in the future of Ventilation!
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FRAS50
FA50T

AKFH1
AKFD1

47/4.0
2250

3.0
FRAS60

FA60T
AKFH1

AKFD1
60/5.7

2500
4.5

FRAS70
FA70T

AKFH1
AKFD1

66/6.9
2750

5.0

Specifications subject to
change w

ithout notice.

Perform
ance show

n is for FRAK exhaust m
odels for installation type B: Free inlet, Ducted

outlet. Perform
ance ratings include the effects of an inlet grille, ceiling radiation dam

per
and backdraft dam

per in the airstream
. Speed (RPM

) show
n is nom

inal. Perform
ance is

based on actual speed of test.  The loudness ratings show
n are loudness values in fan

sones at 5 ft. (1.5m
) in a hem

ispherical free field calculated per AM
CA standard 301. Values

show
n are for installation type B: free inlet fan sone levels. The AM

CA Certified Ratings
Seal does not apply to HVI Sones.
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The Air King Fire Rated Exhaust Fan Series consists
of a three part system

 designed to m
eet the N

FPA’s
(N

ational Fire Protection Association) Standard 90A.
The unit consists of a Housing, a Ceiling Radiation
Dam

per that is ULC Classified and rated for 3 - 4 hour
fire resistance, and the M

otor/Blade/Grill. W
hen all

three of these parts are used together they create a
Fire Rated Exhaust Fan.
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The Fire Rated Exhaust Fan Series is designed to
autom

atically shut off and seal the duct from
 the rest

of the dw
elling once the tem

perature of air passing
through the dam

per exceeds that of the fusible link.
This prevents the spread of sm

oke or fire through the
ducting system

 to the other room
s or dw

ellings.
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Your local code w
ill dictate if and w

hat type of Fire
Rated Exhaust Fan you w

ill need. Generally any tim
e

a com
m

on duct is used in a m
ulti-dw

elling situation,
a Fire Rated Exhaust Fan w

ill be required to prevent
fire from

 using the com
m

on ducting to spread from
one dw

elling to the next. This is usually true in
com

m
ercial and m

ulti-fam
ily housing constructions.
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The Deluxe Quiet Fire
Rated Exhaust Fan Series
Series com

bines style
and quiet operation w

ith
a Ceiling Radiation Dam

per.

•
G

rill: Cold rolled steel, pow
der coated w

hite.
•

Blow
er W

heel: One piece polym
eric centrifugal blow

er w
heel,

5
7/32 " diam

eter, 2
29/32 " w

ide, w
ith 30 blades.

•
M

otor: Heavy duty, perm
anently split capacitor, 4 pole m

otor,
life tim

e lubrication, therm
ally protected.

•
Fan H

ousing: 24 gauge galvanized steel housing.
•

D
uct Collar: M

etal collar for 4" duct connection, com
es

com
plete w

ith built in back draft dam
per.

•
U

nit M
ounting: Unit is centered betw

een joists (w
ith 16"

centers) using hanging brackets. The housing w
ill m

ount
through dryw

all thickness up to 3/4 ".
•

D
am

per:
B

lanket - N
on-asbestos, ceram

ic blanket
Fusible Link - Replaceable, 165°F standard
Classification - Ceiling Radiation Dam

per is ULC classified
and rated for a 3-4 hour fire resistance. U.L. listed 555C.
California State M

arshall classification for 1 or 2 hour fire
dam

per rating. California State M
arshall listing num

ber
3225-1374-101.

•
Availability: Single Packs or sold in Contractor Packs of 4
(Housing, Dam

per, M
otor/Blade/Grill).

C
U

S

Air King Ventilation Products
certifies that the m

odels show
n

herein are licensed to bear the
AM

CA seal. The ratings show
n

are based on tests and procedures
perform

ed in accordance w
ith

AM
CA Publication 211 and AM

CA
Publication 311 and com

ply w
ith

the requirem
ents of the Certified

Ratings Program
.

C
F

M
/
S

o
n

e
s

H
V

I

M
o

d
e

l
M

o
t
o

r
H

o
u

s
i
n

g
D

a
m

p
e

r
@
 
P

S
.
1

 
W

G
R

P
M

S
o

n
e

s

FRAK80
FAK80T

AKFH2
AKFD2

80/2.6
1250

1.5
FRAK90

FAK90T
AKFH2

AKFD2
90/2.9

1250
2.0

FRAK110
FAK110T

AKFH2
AKFD2

110/3.5
1250

2.5
FRAK130

FAK130T
AKFH2

AKFD2
120/3.6

1250
3.0

Specifications subject to
change w

ithout notice.
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The Advantage 4" Duct
Fire Rated Exhaust Fan
Series com

bines high
perform

ance w
ith a

Ceiling Radiation Dam
per.

•
G

rill: Cold rolled steel, pow
der coated w

hite.
•

B
low

er W
heel: One piece polym

eric w
heel, 5

7/32 " diam
eter,

2
3/8 " w

ide, w
ith 48 blades.

•
M

otor: Heavy duty, plug-in, perm
anently split capacitor, 4 pole

m
otor, life tim

e lubrication, therm
ally protected.

•
Fan H

ousing: 24 gauge galvanized steel housing.
•

D
uct Collar: M

etal collar for 4" duct connection, com
es

com
plete w

ith built in back draft dam
per.

•
U

nit M
ounting: Unit is centered betw

een joists (w
ith 16"

centers) using hanging brackets. The housing w
ill m

ount
through dryw

all thickness up to 3/4 ".
•

D
am

per:
B

lanket - N
on-asbestos, ceram

ic blanket
Fusible Link - Replaceable, 165°F standard
Classification - Ceiling Radiation Dam

per is ULC classified
and rated for a 3-4 hour fire resistance. U.L. listed 555C.
California State M

arshall classification for 1 or 2 hour fire
dam

per rating. California State M
arshall listing num

ber
3225-1374-101.

•
Availability: Single Packs or sold in Contractor Packs of 4
(Housing, Dam

per, M
otor/Blade/Grill).

C
U

S

Air King Ventilation Products
certifies that the m

odels show
n

herein are licensed to bear the
AM

CA seal. The ratings show
n

are based on tests and procedures
perform

ed in accordance w
ith

AM
CA Publication 211 and AM

CA
Publication 311 and com

ply w
ith

the requirem
ents of the Certified

Ratings Program
.

Perform
ance show

n is for FRAK exhaust m
odels for installation type B: Free inlet, Ducted

outlet. Perform
ance ratings include the effects of an inlet grille, ceiling radiation dam

per
and backdraft dam

per in the airstream
. Speed (RPM

) show
n is nom

inal. Perform
ance is

based on actual speed of test.  The loudness ratings show
n are loudness values in fan

sones at 5 ft. (1.5m
) in a hem

ispherical free field calculated per AM
CA standard 301.

Values show
n are for installation type B: free inlet fan sone levels. The AM

CA Certified
Ratings Seal does not apply to HVI Sones.
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FRAS90
FA90T

AKFH2
AKFD2

90/3.1
1250

2.5
FRAS120

FA120T
AKFH2

AKFD2
120/3.7

1300
3.0

Specifications subject to
change w

ithout notice.

Perform
ance show

n is for FRAK exhaust m
odels for installation type B: Free inlet, Ducted

outlet. Perform
ance ratings include the effects of an inlet grille, ceiling radiation dam

per
and backdraft dam

per in the airstream
. Speed (RPM

) show
n is nom

inal. Perform
ance is

based on actual speed of test.  The loudness ratings show
n are loudness values in fan

sones at 5 ft. (1.5m
) in a hem

ispherical free field calculated per AM
CA standard 301. Values

show
n are for installation type B: free inlet fan sone levels. The AM

CA Certified Ratings
Seal does not apply to HVI Sones.
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